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Date Issued: 1997-O6-17 Supersedes:  1997-O6-O3
TEXACO
845/20
MATERIAL SAFETY DATA SHEET
NOTE: Read and understand Material Safety Data Sheet before handling or disposing of product.
1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION
MATERIAL IDENTITY
Product Code and Name:
01854 ATF MERCON/DEXRON III Chemical Name and/or Family or Description:
Transmission Fluid
Manufacturer's Name and Address:
TEXACO LUBRICANTS COMPANY
P.O. Box 4427
Houston, TX 77210-4427
Telephone Numbers:
(914)
831-340O
(80O)
424-930O
(8OO)
567-7455
(914)
831-34OO
(914)
838-7204
(713)
432-3383
(914)
838-7336
(512)
459-6543
(8OO)
782-7852(Opt1on 4)
Transportation Emergency-Company
CHEMTREC (USA)
In Canada
Health Emergency       -Company General MSDS Assistance Texaco FaxBack System Technical Information  -Fuels
-Chemical -Lubricant/
Antifreezes/Fuel Additives
-Solvents
(SCO) 876-3738
2. COMPOSITION/INFORMATION ON INGREDIENTS
THE CRITERIA FOR LISTING COMPONENTS IN THE COMPOSITION SECTION IS AS FOLLOWS: CARCINOGENS ARE LISTED WHEN PRESENT AT 0.1 % OR GREATER; COMPONENTS WHICH ARE OTHERWISE HAZARDOUS ACCORDING TO OSHA ARE LISTED WHEN PRESENT AT 1.0 % OR GREATER; NON-HAZARDOUS COMPONENTS ARE LISTED AT 3.0 % OR GREATER. THIS IS NOT INTENDED TO BE A COMPLETE COMPOSITIONAL DISCLOSURE.  REFER TO SECTION 14 FOR APPLICABLE STATES' RIGHT TO KNOW AND OTHER REGULATORY INFORMATION.
Product and/or Component(s) Carcinogenic According to: OSHA    IARC    NTP    OTHER    NONE _      _      _      X
Composition: (Sequence Number and Chemical Name)
Seq. Chemical Name
 CAS Number      Range 1n %
64742-65-O 5O.OO-64.99 64742-55-8 35.OO-49.99 64742-53-6 1.OO-2.99
01
# Solvent-dewaxed heavy paraffinlc petroleum
distillates
02
# Hydrotreated light paraffinlc petroleum
distil late
03
* Hydrotreated light naphthenlc petroleum
distillates
4 * Polymethacrylate
50867-55-5  1.OO-2.99
5 * Boronated hydrocarbyl sucdnlmide
1.OO-2.99
N.D. - NOT DETERMINED <    - LESS THAN
r

PRODUCT IS NON-HAZARDOUS ACCORDING TO OSHA (1910.12OO).
» COMPONENT IS HAZARDOUS ACCORDING TO OSHA.
# COMPONENT, BY DEFINITION. IS CONSIDERED HAZARDOUS ACCORDING TO OSHA
BECAUSE IT CARRIES THE PERMISSIBLE EXPOSURE LIMIT (PEL) FOR MINERAL OIL
MIST.
Exposure Limits referenced by Sequence Number in the Composition Section
Seq. Limit

mg/m3 TWA-OSHA (MINERAL OIL MIST) mg/m3 TWA-ACGIH (MINERAL OIL MIST)
1 10   mg/m3 STEL ACGIH (MINERAL OIL MIST)
2 5    mg/m3 TWA-OSHA (MINERAL OIL MIST)
02   5    mg/m3 TWA-ACGIH (MINERAL OIL MIST)
2 10   mg/m3 STEL ACGIH (MINERAL OIL MIST)
3 5    mg/m3 TWA-OSHA (MINERAL OIL MIST)
03   5     mg/m3 TWA-ACGIH (MINERAL OIL MIST)
03   10   mg/m3 STEL ACGIH (MINERAL OIL MIST)
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N.A. - NOT APPLICABLE >    - GREATER THAN
N.T. - NOT TESTED
