Cross Creek Pointe
1065 Hignway 315, Suite 203
Wilkes-Sarre PA 18703
^-mergercy Phone Number: 419-666-8610

532203     OVEN  &   GRILL CLEANER
Page:     1
DOT Proper Shipping Name. Hazard Class.  Hazard ID Number,  and Packing Group (HM-181):
Corrosive liquids, n.o.s. (contains Sodium hydroxide)
8      UN1760
NOTE. The proper shipping name. etc. for a hazardous product may for seme package units be reclassifled as "Consumer commodity, ORM-D". Consult your representative for details.
Segicn I - IDENTIFICATION
h^jrietary Name: Chemical Name: Date of Issue: Prepared by:

532203     OVEN  &  GRILL CLEANER
MA
21 JUN 91
Supersedes MSDS dated:      15 MAR 90
Scott Sheffield

HMIS RATINGS
Hearth
3
Flammability
0
Reactivity
1
4 = Severe hazard 3 = Senous hazard 2 = Moderate hazard 1 = Slight hazard 0 = Minima) hazard
DOT Hazard Label/Placard:

CORROSIVE
	Section II - INGREDIENT INFORMATION
	
	

	
	ACGIH TLV
	CSHA PEL

	. Chemcai/Common Name
	CAS No.      Weight %        (mg/n3)
	(rrg/rn3)

	Water
	7732-18-5      50-100                   NE
	NE

	Sodium giuccnate
	527-07-1          0-1                       NE
	NE

	Ccccamphodiprcpicnate
	63919-41-5         1-10                     NE
	NE

	Soaium hydroxide
	1310-73-2         1-10                     2.0
	2.0

	Ethoxylated alcohols. C9-C11
	6843S-*6-3          0-1                       NE
	NE

	* These matenals are subject to the reporting requirements under
	the Superfund Amendments and Reauthcnzation
	Actcf 1985

	(SARA) Title III,  Section 313 and 40 CFR Part 372.
	
	

	'f   in HI -PHYSICAL DATA
	
	

	Baling Point (° F)                  210-220
	Specific Gravity (Water=l)             1.057
	+/- O.C05

	Vapor Pressure (mm Hg)      18
	% Volatile by Volume                      94
	

	Vapor Density (Air=l)          0.6
	Evaporation Rate (Water=1)           1
	

	Solubility in Water               Complete
	pH                                                      13.0-
	13.5

	Appearance & Oder              Pale yellow liquid: characteristic Oder
	
	

	Section IV - PiRE & EXPLOSION HAZARD DATA
	
	

	Flash Point (' F)                    NA
	LEL (Lower Explosion Limit)              NA
	

	Method Used                        NA
	UEL (Upper Expioson Limit)              NA
	

	Extinguisning Media             NA
	
	

	Special Procedures             NA
	
	

	Unusual Hazards                 NA
	
	


Section V - REACTIVITY DATA
Stability
Incompatible Matenals
Haz. Decomposition Products
Hazardous Polymerization

Stable
Conditions to Avoid:    None known
Strong acids, aluminum, tin. zinc.
None known
Will not occur
Condition to Avoid:    None known
-continued en additional iage(s}-
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