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MATERIAL SAFETY DATA SHEET Coatings i R-esins and Related Materials

12/09/88
SECTION  I  - PRODUCT INDENTIFICATION
GA  30318 KHazard Ratings:
^  \         Personal Protection - A - HAZARDOUS INGREDIENTS
Manufacturer: GUARDIAN
ATTN: W.K^v-Fawcett Jr 694 -Je tf'erson Street N, W.
ATLANTA
Product C^ass: VARNISH
Trade Narr4   : TOP-LOG7 URETHANE GYM FINISH
Product Co\le : 12735

C. A. S. Number^ NONE
/•
SECTION

Information Phone: (404) 8/3-1692 Emergency   Phone: (404) 873-1692
Health - 1
! (none —> extreme Fire - 1
! 0 
> 4 Reactivity - 0
Weight  Exposure      Vapor Pr.
Inacadients.
CAS-ft
  
*L
Limits
mto_Ha_;—
ALIPHATIC HYDROCARBON       64742-88-7
5O.      100.   ppiti       .3
OSHA-PEL/TWA = 500 ppm
ACGIH-TLV/TWA = 100 ppit.
-TLV/STEL = 125 ppm
PETROLEUM HYDROCARBON       80O8-20-6
10.     5OO.   ppm      2.
SECTION  III

PHYSICAL DATA
F   ins Ranges    330 - 500 Deg. F
Rate! SIower than  n-Butvl Acetate Volatile* volume: 58.0    */. Appearance: AMBER LIQUID

Vapor  Density: Heavier than Air. Liquid Density: Lighter than Water, Wst p^r gallon: 7.28     Pounds.
SECTION  IV  - FIRE. AND EXPLOSION HAZARD DATA
LEL :
Flash Point: 114 F tec
-1 amtnabi 1 itv Class: II -EXTINGUISHING MEDIA!
Carbon Dioxide
Drv Chemical
Foam
Water Fog
Use water for cooling material stored in vicinitv of fire.
-SPECIAL FIREFIGHTING PROCEDURES:
Use. self—contained breathing apparatus ujitn a full facepiece operated in pressure—demand or other positive pressure mode.
-UNUSUAL FIRE 8< EXPLOSION HAZARDS:
Vapors are heavier than air and may travel along the ground to an ignition source some distance from material handling point. Ignition sources include pilot 1ights7 smoking? heaters? electric motors? sparks from electrical switches and static discharges.
CAUTION: Never use cutting torch on empty containers! Residual solvent vapor in empty container may explode.
section v - health hazard data -permissible exposure level:
Unknown.
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SECTION VIII -• SPECIAL PROTECTION INFORMATION: (cent.)
VENTILATION:
Provide sufficient mechanical (general and/or local exhaust)
ventilation to maintain exposure below TLV, PROTECTIVE GLOVES:
Use protective gloves if contact with skin is expected. ZYE PROTECTION!
Chemical splash goggles i n c omp 1 i a11 ce w i t h OSHA reg u 1 at i on s a.re
suggested if s p 'I a s h i n s c a n b e e x i-v a c. t e o ., )THER PROTECTIVE EQUIPMENT:
NONE
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SECTION  IX  -- SPECIAL. PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:
Store in z. cool, dry area.  Keep closure tight.
WILL BE ABSORBED BY EXPOSED FOODS=  REMOVE ALL FOODSTUFF BEFORE
USING. 3THER PRECAUTIONS:
THIS IS A COMBUSTABLE MATERIAL.  Store awav from OPEN FLAME.
KEEP OUT OF REACH OF CHILDREN
Form 0-2.
