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	IDENTITY (As Used oh^Labet andTjsf)                          \
/   BOSS     Specialty  Cleaner              )
	Note: Blank spaces are not permitted. If any Hem is not applicable, or no information is available, the space must be marked to Indicate that.


Material Safety Data Sheet
May be used to comply with
OSHA's Hazard Communication Standard,
29 CFR 1910.1200.
consulted for specific requirements.

089

U.S. Department of Labor
Occupational Safety and Health Administration (Non-Mandatory Form) Form Approved OMB No. 1218-0072
Sftctlo

n I
	Manufacturer's Name                  _____J— -~~"
	Emergency Telephone Number
(919)   292-3083

	HANUI-CLEAN  PRODUCTS,   INC.
	

	Address (Number.
	Steer, City. State, and ZIP Code)
301   SWING ROAD
	Telephone Number for Information
(919)   292-3083

	GREENSBORO,   N.   C.   27409
	Date Prepared
1-6-89

	
	Signature of Preparer (optional)


Section II — Hazardous Ingredients/Identity Information
Hazardous Components (Specific Chemical Identity; Common Name(s))         OSHA PEL

ACGIH TLV

Other Limits Recommended

(optional)
Orange  Terpenes
Alaphatics

400  ppm
350  ppm

1-15%
1-5
Aromatic  Esters

450 ppm

1-10
Alkyl phenol ethoxvlate
Ethanol

not est.
800 ppm

1-35
1-30
Section III — Physical/Chemical Characteristics
	Boiling Point
	110°F
	Specific Gravity (H2O - 1)
	0.981

	Vapor Pressure (mm Hg.)
	20.8
	Melting Point
	-

	Vapor Density (AIR = 1)
	-
	Evaporation Rate
(eth  ale   =   1)
	1.15


Solubility in Water
Complete
Appearance and Odor
Clear orange with orange fragrance
	Section IV -
	- Fire and
	Explosion Hazard
	Data

	Flash Point (Method Used)
	64°F     Tag  O.C
	_
	Flammable Limits
	LEL
	DEL


Extinguishing Media
Dry Chemical  Foam or  C02
Special Fire Fighting Procedures
Avoid use  of water
Unusual Fire and Explosion Hazards
Flammable liquid, vapors
are hpavier than air and may travel along grrmnr! or be moved by
ventilating system to an
ignition source.  Such, ignitions may flash back to source.

(Reproduce locally)
OSHA 174, Sept. 1985

Section V — Reactivity Data
	Stability
	Unstable
	
	Conditions to Avoid     .,
None

	
	Stable
	X
	


Incompatibility (Materials to Avoid)
Oxidizing materials may cause reaction
Hazardous Decomposition or Byproducts
Combustion may cause CO.
	Hazardous Polymerization
	May Occur
	
	Conditions to Avoid

	
	Will Not Occur
	X
	


Section VI — Health Hazard Data
Skin?
may
inhalation?
Route(s) of Entry:
Health Hazards (Acute and Chronic)
May be fatal or cause blindness if swallowed.

Ingestion?
Vapor may be harmful if used in confined area.
Over exposure may cause skin or eye irritation.
Carcinogenjcity:

NTP?

IARC Monographs?

OSHA Regulated?
Signs and Symptoms of Exposure See above  paragraph
Medical Conditions
Generally Aggravated by 'Exposure
Emergency and First Aid Procedures   INGESTION:   INDUCE  VOMITING.     Give   large  volume  of milk or  other such as water.     Call physician  immediately.     EYES:  .Flush with water   for   5 minutes, and  see
physician.     SKIN:     Wash with  soap  and water.
Section VII — Precautions for Safe Handling and Use
Steps to Be Taken in Case Material Is Released or Spilled
Stop  leak at   source.     Mop  up   residue   and  dispose   in   sanitary  sewer.
Waste Disposal Method

Dispose in approved landfill.
Precautions to Be Taken in Handling and Storing

Use only in well ventilated area.
Other Precautions
KEEP  OUT  OF  REACH OF  CHILDREN.
Section VIII — Control Measures
Respiratory Protection (Specify Type)
Use in well ventilated area.
	Ventilation
	Local Exhaust X
	Special

	
	Mechanical (General)
	Other

	Protective Gloves                                                                                                 Eye Protection Rubber   gloves                                                                                 Normal
	Safety  Glasses


Work/Hygienic Practices

None required.
Wash hands with soap and water after each use.
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