SWFET? WVm SHKBT
(Essentially similar to OSHA fonn 174, Sept:,  1985 - For compliance with OSHA's Hazard
Communication Standard, 29CFR 1910.1200)
Fiberlock "Lag-Kwik" Fiber Glass Cloth Type "E"
SECTION I
PRODUCT IDENTITY;  (Electrical grade) No. 6427

MANUFACTURED FOR:
DATE OF PREPARATION: 7/9/87
Fiberlock Technologies, Inc
INFORMATION TELEPHONE NO.:
STREET ADDRESS:
(617) 876-8020
630 Putman Ave.(P.O. Box 432)
EMERGENCY TELEPHONE NO's.:
CITY STATE AND ZIP CODE:
Weekdays: (617) 876-8020
Cambridge, MA 02139-0432
(After hours, weekends & holidays)
(800) 424-9300, "CHEMTRBC":
SBCTIOH II - Hazardous Ingredients/Identity Information

HAZARDOUS
COMMON
CAS        OSHA or ACGIH
COMPONENT (S)
NAME(S)
NO.
PEL
TLV
The fiber gloss cloth consists of "E" glass plus fiber surface organic binders comprising 5% or less of the total weight. "E" glass Composition consists of oxides of (principally silicone (silica) calcium, aluminum, and boron. The TLV/PEL for fibrous glass dust 10 mg/m as adopted by ACGIH and for 15 mg/m for "nuisance set by OSHA (1910.1000).
SBCTIOH III = Phvsical/Data; N/A

SECTION IV - FIRE AND EXPLOSION HAZARD DATA:  None
SBCTIOH V - REACTIVITY DATA;  N/A

SECTION VI - HEALTH HAZARD DATA, TOXICITY DATA?
Route (s) of Entry; N/A
Carcinoqenicity? No
SECTION VEI - On the reverse is not applicable to this product.

REFERENCES: Sax, N.I., "Dangerous Properties of Indusrial Materials", 6th ed., Van
Nostrand Reinhold Company, N.Y., 1984, American Conference of Governmental Industrial Hygienists, "TLV's and Biological Exposure Indices for 1986-87".
* Note: No. 6427 is the product No. for 150 square yards (Three 4" rolls) packed in a
pail. (416)
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SECTION~VII - Precautions for Safe Handling and Use
~~~
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:  Keep unnecessary people away.  Dike and contain spill with inert material (sand, earth, etc.) and transfer the liquid to containers for recovery or disposal.  Keep spill out of sewers and open bodies of water. Floors may be slippery,, care should be exercised to avoid falls. WASTE DISPOSAL METHOD:  The coating and any contaminated diking material should be allowed to thoroughly air dry and collected into sealed drums and properly labeled with waste designation and disposed of in accordance with current local, state and federal regulations. PRECAUTIONS TO BE TAKEN IN HANDLING AMD STORING:  Max. storage temperature 140°F, minimum 34°F.  Keep closure tight and container upright to prevent leakage.  Precautionary Labeling "KEEP FROM FREEZING".
OTHER PRECAUTIONS:  Do not get in eyes.  Avoid skin contact.  Prevent prolonged or repeated breathing of vapor or spray mists.  Do not handle until the manufacturer's safety precautions and label instruc​tions have been read and understood.  Avoid breathing sanding dust.
SECTION VIII - Control Measures
RESPIRATORY
PROTECTION:  Use approved chemical/mechanical filters
designed to
remove participates in open and restricted ventilation
areas.  Use
approved airline type respirators or hoods in confined
areas.
VENTILATION:  Sufficient ventilation, in pattern and volume, should be provided to keep the air contaminant concentration below applicable exposure limits.  All application areas should be ventilated in accordance with OSHA regulation 29CFR Part 1910.94.
PROTECTIVE GLOVES:  Gloves should be worn if skin contact is likely. Use neoprene or rubber gloves to prevent skin contact.
EYE PROTECTION:  Use safety eyeweac including side shields, chemical goggles and face shields,
OTHER PROTECTIVE EQUIPMENT:  Use disposable or impervious clothing if work clothing contamination is like]/   nae protective cream if skin contact is likely,
HYGIENIC PRACTICES:  Wash hands before eating, amok ing or using the wash room.  Food or beverages should not be consumed anywhere this product is handled or stored.
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