103018-01
MAINTENANCE SUPPLY COMPANY, INC.
POST OFFICE BOX 498 HUNTERSVILLE, NORTH CAROLINA 28078
- MATERIAL SAFETY DATA SHEET -
THESE MATERIAL SAFETY DATA SHEETS ARE SENT TO YOU IN COMPLIANCE WITH 29 CFR 1910,1200 WHICH BECAME EFFECTIVE NOVEMBER 25, 1985.
EMERGENCY PHONE:  (704) 875-6513
msos reference:  20000 revision date:   5/13/91
-
PRODUCT IDENTIFICATION -
MANUFACTURED FOR:  MAINTENANCE SUPPLY COMPANY. INC.
POST OFFICE BOX 498 HUNTERSVILLE, N.C.  28070
PRODUCT:
GLASS CLEANER
TRADE NAME:        GLO CLEAN
0.0,T. DESCRIPTION: CLEANING COMPOUNDS NOI/CQNSUWtR COMMODITY
ORM-D
-
HAZARDOUS INGREDIENTS -
DOES PRODUCT CONTAIN HAZARDOUS INGREDIENTS?  YES
	67-63-0
	5-10
	400 PPM 500 PPM (STEL)
	400 PPM 500 PPM (STEL)

	111-76-2
	1-5
	2.5 PPM
(SKIN)
	25 PPM (SKIN)

	106-97-8
	1-5
	300 PPM
	BOO PPM

	74-98-6
	1-5
	1000 PPM
	N/A


2-PROPANOL
*2-BUTOXYETHANOL
BUTANE
PROPANE
* SUBJECT TO THE REPORTING REQUIREMENTS Of SECTION 313 OF THE EMERGENCY PLANNING AMD COMMUNITY RIGHT-TO-KNOW ACT OF 1986 AND OF 40 CFR 372.  THIS INFORMATION MUST BE INCLUDED IN ALL MSDS'S THAT ARE COPIED AMD DISTRIBUTED FOR THIS MATERIAL.
DOES PRODUCT CONTAIN CARCINOGENS?  (NIP  1ARC  OSHA)  !MO
- HEALTH HAZARD DATA
HEALTH EFFECTS (ACUTE AND CHRONIC):
EYES—MAY IRRITATE EYES
SKIN'—2-8UTOXYETHANOL CAN BE ABSORBED THROUGH THE SKIN
AMD CAUSE BLOOD, LIVER OR KIONEY EFFECTS. PRIMARY ROUTES OF EMTRY: SKIM HEOICAL CONDITIONS GENERALLY AGGRAVATED 3Y EXPOSURE: UNKNOWN
EJ!ERfi£NCYFiaS.T AJJ2_Paa££Dyg£S:
QUICKLY FOLLOW DIRECTIONS BELOW.

DEVELOP LATER,
EYES: FLUSH EYES WITH PLENTY OF WATER i^HILE REMOVING
CONTACT LENSES, THEN HOLD EYELIDS OPEN AND CONTINUE FLUSHING FOR 15 MINUTES.
SKIN: *IASH AFFECTED SKIM WITH SOAP ANO WATER.
- CHEMICAL DATA_-    (ON CONCENTRATE)
BOILING POINT (F.):  200
VAPOR PRESSURE (MM HG): 20
VAPOR DENSITY (AIR=1): < 1
SOLUBILITY IN WATER:"COMPLETE
SPECIFIC GRAVITY, (H20=l): 0.98
MELTING POINT (F): N/A
EVAPORATION RATE. (8.AC£T.=1): < 1
APPEARANCE AND ODOR: CLEAR, WATER WHITE LIQUID PLEASANTLY SC!

   - PHYSICAL HAZARD DATA -
FLASH POINT (ON CQMC,}: 101 DEGREES F., T.C.C.
FLAMMABLE LIMITS: LEL-2J UEL-12
EXTINGUISHING MEDIA: «ATER, CO2
SPECIAL FIRE FIGHTING PROCEDURE: KEEP COMTAINfcRS COOL.  USE
SHIELDING TO PROTECT PERSOr^NEL AGAINST BURSTING,
RUPTURIMG OR VENTING CONTAINERS, UNUSUAL FIRE ANO EXPLOSION HAZARDS: AT ELEVATED TEMPERATURES
(OVER 120 DEGREES F,} CONTAINERS MAY VENT. RUPTURE I
BURST.
- reactivity data -
incompatibility (materials to avoid): none
hazardous decomposition products: oxides of carbofy may be fq!
upon combustion. will hazardous polymerization occur? mo
conditions to avoio/polyntrization: is the product stable? yes
conditions to avoid/stability: avoid heating to abnormal temperatures.
- spill ano leak procedures -
steps to be takcn in case- material is released or spilled: remove sources of flahef spark or heat. provide adequate ventilation, wipe up spills,
waste disposal method: replace cap ano discard container in trash. 00 not puncture or incinerate,
~ exposure control information -
ventilation: mechanical (general): adequate ventilation
local exhaust: none required respiratory protection: none required protective gloves: plastic other protective equipment: safety glasses other engineering controls: n/a work practices: always follom saft work practices hygienic practices: n/a
- special precautions -
Or REACH OF CHILDREN, OO NOT STORE WHtRfc TfcflPfcRA MAY EXCEED 120 DEGREES F, AVOID CONTACT WITH EYE SKIN.
HAINTENAiSJCE PRECAUTIONS:  N/A
OTHER PRECAUTIONS:  READ ENTIRE LABEL BEFORE USING.
