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--EP MANUFACTURING COMPANY FIRST IN MAINTENANCE PRODUCTS

MATERIAL SAFETY DATA SHEET
AND SAFE HANDLING AND DISPOSAL INFORMATION
O4/23/9O 07/26/89
ISSUE DATE: SUPERSEDES:
SECTION I

EMERGENCY

CONTACTS
2EP MANUFACTURING COMPANY NON-OFFICE HOURS; WEEKENDS- AND HOLIDAYS:AREA CODE 404
P. O. BOX 2Q15 ATLANTA, GEORSIA 303O.1 TELEPHONE <404)352-1630 BETWEEN 8: OOA. M. -5: OOP. M. (EASTERN TIME ZONE)

435-2973, 996-OS99, 351-2952, 971-3367, 432-2873
LOCAL POISON CONTROL CENTER

TRANSPORTATION EMERGENCY
CHEMTREC: TOLL FREE 1-8OO-424-93OO ALL CALLS RECORDED DISTRICT OF COLUMBIA <2O2)483-7616 ALL CALLS RECORDED
I NGREDIENTS
SECTION II -- H A Z A R D 0 U
DESIGNATIONS
S** METHYLENE CHLORIDE ** d ich 1 oromethane.- methy 1 ene
dichloride; CAS* 75-O9-2; RTECS& PA8050QOQ; OSHA
PEL-500 PPM; OSHA CEILING LIMIT-1OOO PPM
@## XYLENE *•* dimethyl benzenes xylol; CAS#133O~2Q~7;
RTECS* ZE210000O; OSHA PEL-1OO PPM; OSHA/ACGIH STEL-
150 PPM
@*# METHANOL •*# methyl alcohol; wood alcohol; Columbia
spirits; CAS* 67-56--!.; RTECSS PC14OOOOO; OSHA PEL-
2OO PPM, OSHA/ACGIH STEL-250 PPM
^* MORPHOLINE ** tetrahydro-1,4-oxo2ine; diethylene-
.de oxide; CAS# 110-91-8; RTECS* QD6475OOO; OSHA PEL-20 PPM; OSHA/ACGIH STEL-3O PPM

TLV   EFFECTS <PPM) (SEE REVERSE) 50    CNS IRR CAR
100   FBL CNS IRR
200   TOX FBL IRR
2O    TOX IRR

7. IN PROD. 40-50
4O-50
1O-20
< 5
e IDENTIFIES CHEMICALS LISTED UNDER SARA-SECTION 313 FOR RELEASE REPORTING.
SPECIAL NOTE: ADVERSE HEALTH EFFECTS WOULD NOT BE EXPECTED UNDER RECOMMENDED CONDITIONS OF USE SO LONG AS PRESCRIBED SAFETY PRECAUTIONS ARE PRACTICED.
SECTION

HAZARD

DATA
acute effects of overexposure:
" <alatiqn of vapor can produce central nervous system depression characterized a, . dizziness, headache.. nausea, cardiac and/or respiratory depression, stupor, unconsciousness and death.. in extreme cases. exposure to high concentrations of vapor by direct contact or inhalation can be irritating to mucous membranes, such as eyes and upper respiratory tract. severe eye exposure to liquid can cause reversible eye damage. skin contact may cause a burning sensation and reddening of the skin. introduction of solvent to the lungs, as in aspiration of
VOMITUS FLUIDS, MAY CAUSE CHEMICAL PNEUMONIA. EXPOSURE TO THIS PRODUCT MAY AG​GRAVATE EXISTING RESPIRATORY AND CARDIAC CONDITIONS. INHALATION OF AEROSOL MIST MAY PRODUCE CHEMICAL PNEUMONIA.

H   £   A   L   T   H HAZARDDATA (CONTINUED)
CHROMIC EFFECTS OF OVEREXPO3URE:
REPEATED OR PROLONGED CONTACT BY INHALATION OR SKIN ABSORPTION MAY PRODUCE LIVER OR KIDNEY DAMAGE OR DAMAGE TO THE CENTRAL NERVOUS SYSTEM <characterized by ting​ling or numbness in the extremities, blurred vision or confusion). SKIN WHICH IS DEFATTED BY REPEATED EXPOSURE TO SOLVENTS,  IS MORE SUSEPTIBLE TO IRRITATION, INFECTION, AND DERMATITIS.
ATORY
METHANOL IS ELIMINATED FROM THE BODY VERY SLOWLY, THEREFORE DAILY EXPOSURE CAN HAVE CUMULATIVE EFFECTS INCLUDING OPTIC NERVE DAMAGE. ONE OF THE INGREDIENTS IN THIS PRODUCT HAS BEEN SHOWN TO CAUSE TUMORS IN LABOR-
IT ANIMALS.   THE RELEVANCE OF THESE STUDIES FOR HUMANS HAS NOT BEEN
ESTABLISHED,
EST'D PEL/TLV: APPROX.  153 PPM     PRIMARY ROUTES OF ENTRY:  INH, SKIN,  ING.
HMIS CODES:  HEALTH 2; FLAM.  4; REACT.  1 ; PERS. PROTECT.  X  ; CHRONIC HAZ. YES
FIRST AID PROCEDURES:
SKIN
WASH CONTAMI SKIN CREAM W IMMEDIATELY CASIONALLY L MOVE EXPOSED FORM ARTIFIC IF SWALLOWED DOWN THROAT.
EYES
INHALE:
NATED SKIN THROUGHLY WITH SOAP OR A MILD DETERGENT. APPLY A ITH LANOLIN.  GET MEDICAL ATTENTION IF IRRITATION PERSISTS. FLUSH EYES WITH PLENTY OF WATER FOR AT LEAST 15 MINUTES, OC​IFTING UPPER AND LOWER LIDS. GET MEDICAL ATTENTION AT ONCE.
INGEST:
PERSON TO FRESH AIR AT ONCE.  IF BREATHING HAS STOPPED, PER​IAL RESPIRATION. GET MEDICAL ATTENTION IMMEDIATELY. ,  INDUCE VOMITING BY GIVING 2 GLASSES WATER, PUTTING FINGER
KEEP HEAD BELOW HIPS.  GET MEDICAL HELP IMMEDIATELY.
SECTION IV - S P E C 1 A L

PROTECTION

INFORMATION
PROTECTIVE CLOTHING
: WEAR VITON GLOVES OR USE GLOVES WITH DEMONSTRATED
EYE PROTECTION
RESISTANCE TO THE INGREDIENTS IN THIS PRODUCT. : USE TIGHT-FITTING, SPLASH-PROOF SAFETY GOGGLES. CONTACT
LENSES SHOULD NOT BE WORN WHEN HANDLING THIS MATERIAL. RESPIRATORY PROTECTION: IF VENTILATION IS INADEQUATE, WEAR A PROPERLY FITTING
MSHA OR OSHA-APPROVED RESPIRATOR.
VENTILATION
: VENTILATION SHOULD BE EQUAL TO OUTDOORS. USE EXHAUST
FANS AND/OR EXHAUST HOOD IN ENCLOSED SPACES.
	SECTION V - P H Y 5 I
BOILING POINT (F)   : VAPOR PRESSURE •< MMHG ) : VAPOR DENSITY<AIR=1) :
SOLUBILITY I hi WATER :
APPEARANCE AND ODOR : A
	C A L   DATA   (FOR FILL MATERIAL ONLY)
107--284F       SPECIFIC GRAVITY                       1. 01 APPROX.  163    PERCENT VOLATILE BY VOLUME (%)        100 2.5             EVAPORATION RATE<CCL4            =1)  2.5 NEGLIGIBLE     PH< CONCENTRATE)                  : N/A PH(USE DILUTION OF              ): N/A CLEAR, COLORLESS LIQUID WITH SOLVENT ODOR.                ^

	SECTION VI - F I R C FLASH POINT (F) (METHOD
	AND   EXPLOSION   DATA USED): FLAMMABLE                 CCSMA)


FLAMMABLE LIMITS     LEL 1. 0    UEL 22. O
EXTINGUISHING MEDIA  : CO2, DRY CHEMICAL, FOAM
SPECIAL FIRE FIGHTING: WEAR SELF-CONTAINED POSITIVE PRES. BREATHING APPARATUS.
UNUSUAL FIRE HAZARD?   CONCENTRATED VAPOR MAY IGNITE IF EXPOSED TO SPARK.

SECTION   VII-REACTIVITY

DATA
STABILITY
: STABLE
INCOMPATIBILITY*AVOID) : HEAT, OPEN FLAME, SPARK, AND OXIDIZING AGENTS
POLYMERIZATION
: WILL NOT OCCUR.
HAZARDOUS DECOMPOSITION: CARBON DIOXIDE, CARBON MONOXIDE, HYDROGEN CHLORIDE, AND
SMALL AMOUNTS OF PHOSGENE & CHLORINE GAS.
SECTION VIII --SP I LL

AND

DISPOSAL.

PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
OBSERVE SAFETY PRECAUTIONS IN SECTIONS 4 & 9 DURING SPILL CLEAN-UP.  LARGE SPILLS ARE UNLIKELY DUE TO PACKAGING.   SPILL MAY BE ABSORBED ON AN INERT ABSORB​ENT (eg ZEP-O-ZQRB), PLACED IN A SUITABLE CONTAINER FOR DISPOSAL.  WASH AREA THOROUGHLY WITH A DETERGENT SOLUTION AND RINSE WELL WITH WATER.
WASTE DISPOSAL METHOD:
PRODUCT IS CONSUMED IN USE.  DO NOT CRUSH, PUNCTURE OR INCINERATE SPENT CONTAIN​ERS.   LARGE NUMBERS OF AEROSOL CONTAINERS MAY REQUIRE HANDLING AS A HAZARDOUS WASTE, BUT IN MOST STATES TOTAL HAZARDOUS WASTE QUANTITIES LESS THAN 22O LBS PER MONTH MAY ALLOW DISPOSAL IN A CHEMICAL OR INDUSTRIAL WASTE LANDFILL.   CONSULT L, STATE AND FEDERAL AGENCIES FOR THE PROPER DISPOSAL METHOD IN YOUR AREA.
RCRA HAZ. WASTE NOS. : FOO2, FOO3
SECTION   IX-SPECIAL        PRECAUTIONS
PRECAUTIONS TO BE TAKEN WHEN HANDLING AND STORING:
CHRONIC AND SUBACUTE EXPOSURE TO THIS MATERIAL PREDOMINANTLY AFFECTS THE
CENTRAL NERVOUS SYSTEM. SYMPTOMS OBSERVED MAY BE THE SAME AS THOSE FOR ACUTE
OVEREXP03URE, AND MAY INCLUDE; VISUAL DISTURBANCES, ATAXIA, STAGGERING GAIT,
WEAKNESS, TREMORS, VERTIGO, DROWSINESS, CONFUSION, ' PERSONALITY CHANGES,
DIFFICULTY IN' SPEECH.- AND BLURRED VISION PROGRESSING TO COMPLETE BLINDNESS.
THESE SYMPTOMS MAY BE DELAYED IN ONSET AND MAY CONTINUE FOR SOME TIME AFTER
EXPOSURE HAS STOPPED.
FLAMMABLE! STORE AND USE AWAY FROM HEAT, SPARKS, OPEN FLAME, AND ANY SOURCE OF
IGNITION.
DO NOT BREATHE SPRAY MISTS OR VAPORS.
SECTION

RANSPORTATION

DATA
DOJ PROPER SHIPPING NAME
vISUMER COMMODITY Do/ HAZARD CLASS: N/A
DOT I. D. NUMBER : N/A      DOT LABEL/PLACARD: ORM-D EPA TSCA CHEMICAL INVENTORY - ALL INGREDIENTS ARE LISTED EPA CWA 4OCFR PART 117 SUBSTANCE<RQ IN A SINGLE CONTAINER): XYLENE-lOOOtt
