103018-01

MAINTENANCE   SUPPLY   COMPANY,   INC.
POST   3FFICE   BOX   498 HUNTERSVILLE*   NORTH  CAROLINA   28078
-   MATERIAL   SAFETY   DATA   SHEET   -
THESE  MATERIAL   SAFETY   DATA   SHEETS   ARE   SENT   TO  YOU   IN  COMPLIANCE WITH 29  CFR   1910*1200   WHICH   BECAME   EFFECTIVE   NOVEMBER   25»   1985.
EMERGENCY  PHONES MSOS REFERENCES REVISION DATES

(7041    875-6513
20060
1/2/91
MANUFACTURED   FOR; PRODUCT:
trade name:
dot description:

-   IDENTIFICATION   -
MAINTENANCE   SUPPLY   COMPANY,   INC. POST   OFFICE   bOX   498
huntersville, n.c. 28078
aerosol disinfectant
msc-o-phene
cleanimg compounds noi / consumer commodity
ORM-0
- HAZARDOUS INGREDIENTS -
DOES PRODUCT CONTAIN HAZARDOUS INGREDIENTS? YES
ETHANOL BUTANE
PROPANE

64-17-5 106-97-8
74-98-6



	50-60 10-20 5-10
	1000 PPM
800 PPM
1000 PPM
	1000 PPM 800 PPM N/A


DOES PRODUCT CONTAIN CARCINOGENS? INTP IARC OSHA)  NO
- HEALTH HAZARD DATA -
HEALTH EFFECTS «ACUTE AND CHRONIC):
EYES: CAUSES TEMPORARY EYE IRRITATION.
PRIMARY ROUTES OF ENTRY: N/A
HEOICAL CONDITIONS AGGRAVATED BY EXPOSURE' §J£S££M£y. EISSI AJJB £BQ£&iai5£Sil
EYES: FLUSH EYES'WITH PLENTY OF WATER. IRRITATION PERSISTS*

UNKNOWN
CALL A PHYSICIAN IF
- CHEMICAL DATA -

{ON CONCENTRATE)
BOILING POINT (Fj: 180 DEGREES F. VAPOR PRESSURE (MM HG>I 30 VAPOR DENSITY tAIR=l): > 1 SOLUBILITY IN piATER: APPRECIABLE SPECIFIC GRAVITY, (H20=ll: 3»87 MELTING POINT <F): N/A EVAPORATION RATE, C8.ACET.=1J: > 1
ft-PPEARANCE AND DOOR INFORMATION: CLEAR, COLORLESS LIQUID, PLEASANTLY SCENTED*

•* PHYSICAL HAZARD DATA -
FLASH POINT CON CONC.J: 71 3EGREES F. (T.C.C.)
FLAMMABLE LIMITS: L£L=<t» UEL = 19
EXTINGUISHING MEDIA: WATER FOG* C02* OR CRY CHEMICAL SPECIAL FIRE FIGHTING PROCEDURE: KEEP CONTAINERS COOL.  USE
SHIELDING TO PROTECT PERSONNEL AGAINST BURSTING*
RUPTURING OR VENTIMS CONTAINERS.
UNUSUAL FIRE AND EXPLOSION HAZARDS: AT ELEVATED TEMPERATURES* (OVER 130 DEGREES P.} CONTAINERS MAY VENT* RUPTURE* OR BURST.
--REACTIVITY DATA -
INCOMPATIBILITY (MATERIALS TO AVOID): NONE
HAZARDOUS DECOMPOSITION PRODUCTS: OXIDES OF CARBON MAY BE FORMED
UPON COMBUST ION.
WILL HAZARDOUS POLYMERIZATION OCCUR?  NO CONDITIONS TO AVOID/POLYMERIZATIDN: NOME IS THE PRODUCT STABLE?  YES CONDITIONS TO AVOID/STA8ILITY: AVOID HEATING TO ABNORMAL
TEMPERATURES.
- SPILL AND LEAK PROCEDURES -
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLEDs REMOVE SOURCES OF ^LAME, SPARK* OR HEAT. PROVIDE ADEQUATE VENTILATION. WIPE UP SPILLS.
WASTE DISPOSAL METHOD:  REPLACE CAP AND DISCARD CONTAINER IN TRASH.  00 NOT PUNCTURE OR INCINERATE.
- EXPOSURE CONTROL INFORMATION -
ventilation:  local exhaust—none required special—n/a mechanical {gemeral)—adequate ventilation
OTHER—N/A
RESPIRATORY PROTECTION: NONE REQUIRED PROTECTIVE GLOVES: NONE REQUIRED OTHER PROTECTIVE EQUIPMENT: SAFETY GLASSES OTHER ENGINEERING CONTROLS: N/A
WORK PRACTICES: ALWAYS FOLLOW SAFE WORK PRACTICES. HYGIENIC PRACTICES: N/A
~~       ~~~ ~  ~~~Special Precautions ^~
precautions to be taken in handling and storage: warning,
contents under pressure. keep out of reach of children. flammable. keep in a cool* dry* locked area away from flames* sparks* an3 other sources of heat or ignition. do not spray on or towards eyes or face. avoid breathing spray mist or vapors.
maintenance precautions: n/a
other precautions: read entire label before using. follow all label directions.
