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	•*tenufacturer's Name      Mf g ' d ..Jtfr : \gAN2I=£LEANJ£efilJCTS,   INC.
	Emergency Telephone Number
(919)   292-3083    nights   (919)
	454-3662

	Address (Number, Street, City, State, and ZIP Code)
301   SWING ROAD
	Telephone Number for Information
(919)   292-3083

	GREENSBORO,   N.   C.   27409
	Dale Prepared
8-30-88

	
	Signature of Preparer (optional)


Material Safety Data Sheet
May be used to comply with
OSHA's Hazard Comrnunication Standard,
29 CFR 1910.120er^tandardmtMtt be
(As! Used on Lab* and List) RUST  COVER  -  Rust   Guard
Section I
lirementsX       1-349

U.S. Department of Labor
Occupational Safety and Health Administration (Non-Mandatory Form) Form Approved OMB No. 1218-0072
Note: Blank spaces an not pormtttod. If any Ham Is not applicable, or no information is available, the space must be marked to Indkate that.
Section II — Hazardous Ingredients/Identity Information
Hazardous Components (Specific Chemical Identity; Common Name(s))        OSHA PEL

ACGIH TLV

Other Limits Recommended

(optional)
Diethylene  Glycol    Mono Methyl  Ether

CAS NO.   111-77-3
Tannic Acid

CAS  NO.   1401-55-4

-Qri
Section III — Physical/Chemical Characteristics
	Boiling Point
	100°C
	Specific Gravity (HjO - 1)
	1.36

	Vapor Pressure (mm Hg.)
	N/A
	Melting Point
	Not  Det.

	Vapor Density (AIR - 1)
	Not   Det.
	Evaporation Rate    (water   =   1)
	1


Solubility in Water
Dispersible
Appearance and Odor
Off  -_white  opaque,   slightly viscous  liquid wifh  bland  odor
	Section IV — Fire and Explosion Hazard Data

	Flash Point (Method Used)
Non-Flanunable
	Flammable Limits
	LEL
	UEL


Extinguishing Media
Non-Combustible
Special Fire Fighting Procedures
Water may be used to cool closed containers to prevent pressure buildup,
Unusual Fire and Explosion Hazards

This material will not support combustion unles.s the water has evaporated
(Reproduce locally)

OSHA 174, Sept. 1985

SECTION 4 - REACTIVITY HAZARD DATA
STABILITY
SUblt D   Unstable

Condition* To Avoid

None  known.

HAZARDOUS POLYMERIZATION D May occur Q Will Not Occur
Incompatibility
Materials reactive  to  water  or   acids, such  as  alkaline  materials or   active  metals.
{Material* to Avoid)


Hazardous
Oxides of  carbon, chlorine, hydrogen chloride,  possible  trace amounts of  carbonyl  chloride, un-
Deeompo*ltlon ProducU    identified  organic  compounds.
SECTION 5 - HEALTH HAZARD DATA
PRIMARY ROUTES         D OF ENTRY

(
1   I n g c 9t1 o n
Skin Absorption       Kl   Eye

U   Mo! H«z»'dcu.
ACUTE EFFECTS
Inhalation    Aerosols  or   mists  can   irritate   respirator)   passages.
Eye Contact     |rrjtating.
Skin Contact    Short   contact   will  probablv   not   cause   irritation,  but   prolonged  or   repeated  contact   max.
Ingeitlon   |v|av,   cause  distress,  but   probabK   not   toxic.
CHRONIC EFFECTS       None  known.
Medical Conditions
Generally Aggravated by Exposure

None   known.
EMERGENCY FIRST AID PROCEDURES -
Eye Contact

flush   with   water   at   least   1J   minutes.

symptoms  develop.
Skin Contact     Wash  with  plentv   of   soap  and   water.

consult   with  and get
Inhalation

Remove  victim  to  fresh air.

treatment   from  med-
Ingeitlon    Give  one  or   two  glasses  of   water   to   drink.

ical personel.
SECTION 6 - CONTROL AND PROTECTIVE MEASURES
Wesplratory Protection     None   required  undei   normal  conditions  of   product   storage   and  use. (Specify Type)
Protective Glove*    p|astic  or   rubber,  if   desired.

Eye Protection   Safety  glasses or  chemical  goggles.
VENTILATION REQUIREMENTS

No special   ventilation  is  required under  normal  conditions of  storage  and  use.
Other Protective
Clothing  as  required  to  minimize  skin  contact.  Eyewash  station  and  safetv   shower.
Clothing and Equipment
Hygienic Work    qo not  eg,    smoke, or  drink  in  work  area.  Wash  hands  when  leaving. Practice!
SECTION 7 - PRECAUTIONS FOR SAFE HANDLING AND USE / LEAK PROCEDURES
Slepi to be Taken If Material   Wear  skin and eye protection during cleanup. Soak up liquid  with absorbent  and shovel  into
It Spilled Or Released
waste container. Cover  and label  container  and remove  from  work  area.  Wash residue  from
Spill area  with water and flush to a sewer serviced by a  waste water treatment  facility.
Waile DisposalBecause its pH is  1-2, discarded material  is a hazardous  waste. Dispose  of in a facility   for hazardous
Methods
waste.
'


Precaution* to be Taken    Store  in  original  shipping  containers.  Keep  closed   when  not   in  use.  Avoid  extremes  of  heat   or In Handling and Storage    cq|cj.   Shelf   life   1   year.  Product   may  sc.perale   on  standing  -   shake  or  stir  before  using.
Other Precaution* and/or Special Hazard*    Keep   out   of   reach  of   children." Do   not   take   internally.   Do   not   get   in  eyes.  Avoid

prolonged   or   repealed   skin   contact.
We believe the statements, technical Information and recommendations contained  herein are reliable, but they are given without warranty or guarantee of any kind, express or Implied.
