MATERIAL SAFETY DATA SHEET



Section I
	Manufacturer's Name : Aquastan
	Emergency Telephone Number
	(941)   647-3009

	Address (Number. Sfreet. City, State, and ZIP Code;
3910 Holder Road
	Telephone Number tor Intormatk
	(800) 411 7099

	Lakeland, FL  33811
	Data Prepared
May 1 1997
	

	
	Chemical Name:   
Chemical Family: 




Section II — Hazardous Ingredients
Polymer N.J. Trade Secret Reg #99783500  Non-Hazardous   CAS Number 5166P

Limits in Air for Respirable Particulates = 0.05 mg/m3
 Cornponent (s)    Chemical Name                  Registration No.                           OSHA PEL
Sodium Polyacryiate lightly crosslinked  CAS 076774-25-9



      

Water  CAS  7732-18-5  

Hydrophobic Silicon Dioxide Amorphous  CAS 68611-44-9   

Acrylic Acid  CAS 79-10-7 
          DOT Class  Not Regulated    SARA Section 316 Reportable Toxic Chemicals - NONE                                 
% Approx

92 to 93


2 to 8
0 – 0.3
<0.08




Section III — Physical Chemical Characteristics
	Boiling Point
	NA
	Specific Gravity (H2O = 1)
	0.7

	Vapor Pressure (mm Hg.)
	NA
	Percent Volatile
	NA

	Vapor Density (AIR - 1)
	NA
	Evaporation Rate (Butyl Acetate - t)
	-N/A

	Solubility in Water

Swells on contact with water.  Insoluble
	Insol.
	Appearance and Odor

Off white no odor
	


.




Section IV — Fire and Explosion Hazard Data
	Flash Point (Method Used)
	NA
	Flammable Limits
NA
	LEL

NA
	UEL

NA


Extinguishing Media
Water, CO2, Dry Chemical, Foam.

Special Fire Fighting Procedures
NONE-however wetted product is very sloppy.
Unusual Fire and Explosion Hazards
Dust in sufficient concentration can result in an explosion mixture in air.  Handle to minimize dusting, and eliminate open flame and other sources of ignition.  Becomes slippery when wet.
Section V —Reactivity Data
	Stability
	Unstable
	
	Conditions to avoid:  None known

	
	Stable
	X
	


Incompatability (Materials to Avoid)
Strong oxidants such as liquid chlorine, enriched caseous or liquid oxygen, and sodium or calcium hypochlorite
	Hazardous Decomposition or Byproducts

Thermal pecomocsmous CO, CO2, hydrocarbons

	Hazardous
Polymerization
	May Occur
	
	Conditions to Avoid     NONE KNOWN


	
	Will Not Occur
	X
	

	


Section VI – Health Hazard Data

Routes of Entry – Inhalation (yes)  Skin (yes)  Ingestion (yes)Threshold Limit Value – approximately 300-350 mg/M3

Effects of exposure – contact with eyes , skin may cause irritation.  Minimize exposure of respirable dust.  According to the EPA “Hazard Categorie” under section 311 and 12 of SARA Titiel III, this product is considered to meet the definition of a delayed health hazard
Emergency and First Aid Procedures  - Flush eyes thoroughly with water.  If inhaled moved to fresh air.  On skin:  wash with soap and water.  
Section VII – Precautions for Safe Handling and Use
Collect material.  Avoid contact with water as extremely slippey conditions will result.  Residues are to be flushed thoroughly with water to the drain for normal wastewater treatment.  Dispose of in accordance with local, state and federal regulations.  Non-hazardous waste material suitable to approved solid waste landfill.  
Do not get into eyes.  Avoid prolonged exposure to skin.  Do not inhale dust. Do not ingest.  Dusty conditions may irritate the yees and respiratory system.  Wear safety glasses or goggles and nuisance dust mask where dust is created.
Section VIII — Control Measures
Where dusty conditions are created, use a suitable mask (nuisance dust)
Respiratory Protection(Specify Type) – Not required – avoid breathing mist  (respirator suggested).
Ventilation – ensure airborne particles are removed
Protective Gloves – recommended
Eye Protection – safety glasses or goggles
Other Protective Equipment – provide eye wash station
Skin contact – wash thoroughly after handling
