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1030 Id-01

MAINTENANCE SUPPLY COMPANY, INC.
POST OFFICE BOX 493 HUNTERSVILLE* NORTH CAROLINA 28078
- MATERIAL SAFETY DATA SHEET -COMPLIES WITH USOL SAFETY AND HEALTH REGULATIONS, (29 CFR 1910.120C
EMERGENCY PHONE:  (704) 875 6513
MSDS REFERENCE:    80920
revision date:    4/24/86
SECTION   1   -    IDENTIFICATION
MANUFACTURED   FOR:       MAINTENANCE   SUPPLY   COMPANY,    I
PoST   OFFICE    BOX  498 HUNTERSVILLE, NC       28078
PR 0 DUCT:
Detergent
TRADE   NAME:
Industrial Strength Laundry Detergent
SECTION   2   -   HAZARDOUS    INGREDIENTS
Composition






%

TLV
Sodium Metasilicate Pentahydrate
5-10
N/A
section   3 -  physical data
Boiling Point:  N/A
VAPOR   PRESSure:    (MM HG):  N/A
VAPOR DENSITY (Air =1): N/A
SOLUBILITY IN WATER: Appreciable
SPECIFIC GRAVITY (H2O=1): 0.83
PERCENT VOLATILE bY VOLUME: <1%
EVAPORATION RATE: (Butyl Acetate = 1):N/A
APPEARANCE AND ODOR: White free-flowing powder
SECTION 4 - FIRE AND EXPLOSION HAZARDS
FLASH POINT: None
FLAMMABLE- LIMITS: N/A
Autoignition Temperature:  None
 section 5 - health hazard data
Theshold Limit Value:  N/A

EFFECTS  of  overexposure:  Overexpos   to tttto dust may cause nasal and respiratory irritation.  Ingestion in large quantities can cause m   metasilicate poisoning.
Emergency First Aid Procedures
Eyes:   In case of eye contact.  Flush with water

Ingestion:  if swallowed .  DO NOT INDUCE VOMITING.  Give large quantites of water.  GIve ast least one ounce of vinegar in an equal amount of water.  NEver give anything by mouth to an unconscious person.  call  a physician,
SECTION   6   -   REACTIVITY   DATA
Stability:    STABLE
CONDITIONS   TO   AVOID:   Temperatures above 800 degrees C. Hazardous polymonization will not occur.  Conditions and materials to avoid:  at temperatures above 800 degrees C.  Toxic oxides of phosphorus may be given off.
SECTION      7   -   SPILL   OR   LEAK   PROCEDURES
STEPS   TO be   TAKEN   [N   CASE    MATERIAL   IS   RELEASED   OB    SPILLed:
Shovel up for reuse if not badly contaminated.  May be flushed to drain with large amount of water.  
wasTE   Dlisposal:   Flush to sewer with large amounts of water.
SECTION   8   -   SPECIAL   PROTECTION I     Respiratory protection:  Non-toxic dust masks may be used if dust is a problem.

Ventialation:  No special ventilation normally required.

Protective gloves:  ruaser gloves only for prolonged contact 

Eye protection:  Safety glasses
SECTION   9   -   PRECAUTIONS:      HANDLING*   STORAGE   AND   USAGE

Precautionary Labeling:  Caution:  In case of eye contact, flush with water.  If swallowed, do not induce vomiting.  Give large quantities of water.  Give at least one ounce of vinegar in an equal amount of water.  Never give anything by mouth to an unconscious person.  Call a physician. 
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