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HAYNES LUBRI-FILM PLUS
Haynes Manufacturing Company
SECTION 1 - MANUFACTURER INFORMATION
Haynes Manufacturing Co.
Emergency Phone   (440)871-2188
24142 Detroit Rd.
Revision Date:         01/03/02
Westlake, Ohio 44145, USA
Contact:
BethKloos
PRODUCT NAME:
:LUBRI-FILM PLUS
CHEMICAL NAME:
:NOT APPLICABLE
CHEMICAL FAMILY:
:NOT APPLICABLE
FORMULA:
:NOT APPLICABLE
PRODUCT CODE:
:NOT APPLICABLE
SECTION 2 - COMPONENTS AND HAZARD INFORMATION THIS PRODUCT CONTAINS HAZARDOUS INGREDIENTS: NO PRODUCT CONTAINS CARCINOGENS (NTP, JARC, OSHA): NO SECTION 3 - HEALTH AND HAZARD INFORMATION
HEALTH EFFECTS (Acute and Chronic): NONE KNOWN. EMERGENCY FIRST AID PROCEDURES:
EYE CONTACT: FLUSH THOROUGHLY WITH WATER. CONSULT PHYSICIAN IF IRRITATION PERSISTS.
SKIN CONTACT: NONE REQUIRED.
INHALATION: IN CASE OF OVEREXPOSURE TO FUMES IF PRODUCT IS HEATED, REMOVE PERSON TO FRESH AIR. GET MEDICAL ATTENTION IF RESPIRATORY IRRITATION DEVELOPS OR IF BREATHING BECOMES DIFFICULT.
INGESTION: IF APPRECIABLE QUANTITIES ARE SWALLOWED, SEEK MEDICAL ATTENTION. DO NOT INDUCE VOMITING.
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SECTION 4 - PHYSICAL DA TA
BOILING POINT (F): N/A.
SPECIFIC GRAVITY:< 1
VAPOR PRESSURE (mmHg): NEG.
PERCENT VOLATILE BY VOLUME (%): 0
VAPOR DENSITY (AIR=1): N/A
EVAPORATION RATE: N/A
SOLUBILITY IN WATER: NEG.
APPEARANCE AND ODOR INFORMATION:
GRAY TO WHITE GREASE, ESSENTIALLY ODORLESS
SECTION 5 - PHYSICAL HAZARD DA TA
FLASH POINT (Method Used): > 300 DEG F.
EXTINGUISHING MEDIA:
DRY CHEMICAL OR CO2.
SPECIAL FIRE FIGHTING PROCEDURES:
USE SELF CONTAINED BREATHING APPARATUS AND COMPLETE PROTECTIVE EQUIPMENT WHEN ENTERING CONFINED AREA WHERE POTENTIAL FOR EXPOSURE TO VAPORS OR PRODUCTS OF COMBUSTION EXISTS.
UNUSUAL FIRE AND EXPLOSION HAZARDS: NONE KNOWN. INCOMPATIBILITY (Materials to Avoid): NONE KNOWN.
HAZARDOUS DECOMPOSITION PRODUCTS:
CO2 OR CO WOULD BE EXPECTED.
WILL HAZARDOUS POLYMERIZATION OCCUR: NO CONDITIONS TO AVOID FOR POLYMERIZATION: N/A IS THE PRODUCT STABLE: YES
CONDITIONS TO AVOID FOR STABILITY:
EXCESSIVE HEAT OR FLAME.
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SECTION 6 - SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
SCRAPE UP RESIDUE. CLEAN UP ANY REMAINING MATERIAL WITH MILD HIGH FLASH SOLVENT OR NONFLAMMABLE SOLVENT TO PREVENT SLIPPERY CONDITION. USE ADEQUATE CARE AND PROTECTIVE EQUIPMENT WHEN WORKING WITH SOLVENTS.
WASTE DISPOSAL METHODS:
DISPOSE OF RESIDUE AS WITH ANY LUBRICATING GREASE ACCORDING TO FEDERAL, STATE AND LOCAL REGULATIONS.
SECTION 7 - EXPOSURE CONTROL INFORMATION
VENTILATION:
LOCAL EXHAUST: N/A MECHANICAL: GENERAL SPECIAL: N/A
OTHER: N/A
/
RESPIRATORY PROTECTION: GENERALLY NOT REQUIRED.
PROTECTIVE GLOVES: NOT REQUIRED.
EYE PROTECTION: NOT REQUIRED.
OTHER PROTECTIVE EQUIPMENT: AS REQUIRED BY YOUR COMPANY
HYGIENIC PRACTICES: WASH THOROUGHLY BEFORE EATING OR SMOKING AFTER USING THIS OR ANY CHEMICAL PRODUCT.
SECTION 8 - SPECIAL PRECA UTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: KEEP FROM OPEN FLAME AND EXCESSIVE HEAT.
OTHER PRECAUTIONS: PLEASE READ AND FOLLOW DIRECTIONS ON PRODUCT LABEL OR ANY ACCOMPANYING LITERATURE.
WE BELIEVE THE STATEMENTS, TECHNICAL INFORMATION AND RECOMMENDATIONS CONTAINED HEREIN ARE RELIABLE, BUT THEY ARE GIVEN WITHOUT WARRANTY OR GUARANTEE OF ANY KIND, EXPRESSED OR IMPLIED, AND WE ASSUME NO RESPONSIBILITY FOR ANY LOSS, DAMAGE, OR EXPENSE, DIRECT OR CONSEQUENTIAL, ARISING OUT OF THEIR USE.
