MATERIAL SAFETY DATA SHEET For Coatings, Resins and Related Materials

12/O9/88
SECTION

- PRODUCT INDENT IF I CAT I ON
Information Phone: (404) 873-1692 Emergency   Phone:  (404) 673-1692
Personal Protection - A
Manufacturer: GUARDIAN CHEMICAL COMPANY ATTN: U.K. Faucet t -Jr 694 .Jefferson Street N.W.
__ _    GA  30318
-roduct
~~
Trade Name (\ ONE-STROKE, SPRAY/N/WIPE
=rod'jct Codex! 11539—
C.A.S. NumberV-NONE

! Hazard Ratings:
! none -> extreme
! O 
> 4

Health - 1
Fire - 0
Reactivity - 0
SECTION  II  - HAZARDOUS INGREDIENTS
2-BUTOXYETHANOL
111-76-2
PROPANOL -2
67-63-0
Dimethyl benzyl ammonium ch UNKNOWN TWA/TLV not established.

Weisht  Exposure      Vapor Pr.
____ °L _____ Limits -------- ciiu_Ba ---
· 5.       25.   ppm       .6
· 5.     400.   ppm     33.
· 1.
44.
SECTION  III - PHYSICAL DATA
Vapor  Density: Heavier than Air.
"~ \ 1 ins Range:     212
h.p. Rate: Slower than
n-Butvl Acetate   Liquid Density: Heavier than Water,
t,  -atiles volume: 33
7.                  Wst per gallon:     8.4  Pounds.
Appearance: GREEN COLOR
- FRAGRANT LIQUID
SECTION  IV ' - FIRE AND EXPLOSION HAZARD DATA
Flash Point: NONE
LEL
NONE
Flammabi1ity Class: NONE -EXTINGUISHING MEDIA:
Water Spray, dry chemicals, foam or- cerbon dioxide -SPECIAL FIREFIGHTING PROCEDURES:
NONE -UNUSUAL FIRE & EXPLOSION HAZARDS:
NONE
SECTION  V  - HEALTH HAZARD DATA
-PERMISSIBLE EXPOSURE LEVEL:
None established -EFFECTS OF OVEREXPOSURE:
EYE:  Liquid contact can cause eye irritation and pain.
SKIN: Prolonged and repeated liquid contact can be mildly irritating.
INHALATION: Vapors may be irritating to nose S-. throat.
INJESTION: May cause gastrointestinal irritation ?•< nausia -FIRST AID:
SKIN: Flush with soap and water thoroughly.  If persistent
I
irritation occurs, GET MEDICAL ATTENTION.
^      EYES: Flush with water for 15 minutes, CALL A PHYSICIAN.
INHALATION: Remove victim to fresh air, CALL A PHYSICIAN.
INGESTION:.  INDUCE VOMITING by giving svrup of IPECAC. SEEK MEDICAL ATTENTION.

SECTION  VI  - REACTIVITY DATA
TABLITY:  C D Unstable        CxJ Stable
3ZARDOUS POLYMERIZATION:   C : Mar occur      CxD Will not occur
INCOMPATIBILITY
DO NOT MIX WITH OTHER CHEMICALS.  DO NOT MIX WITH BLEACH. CONDITIONS TO AVOID:
HAZARDOUS DECOMPOSITION PRODUCTS:
CARBON MONOXIDE, CARBON DIOXIDE
SECTION  VII - SPILL OR LEAK PROCEEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
LARGE SPILLS:  Absorb on dry absorbent, shovel and sweep up. SMALL SPILLS:  Wash to drain with clear water.
WASTE DISPOSAL METHOD:
Wash to drain or local sewer.
SECTION VIII - SPECIAL PROTECTION INFORMATION:
RESPIRATORY PROTECTION:
Not required if exposure does not exceed exposure limits.
VENTILATION:
None other than sood room ventilation.  Avoid closed, unventi​lated areas.
PROTECTIVE GLOVES:
Wear protective "loves if prolonged use is expected.
EYE PROTECTION:
Safetv sOasses should be used if splashing is expected.
OTHER PROTECTIVE EQUIPMENT: Not required.
SECTION  IX  - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:
** DO NOT WELD, HEAT OR DR'lLL METAL CONTAINER, EVEN WHEN EMPTY, KEEP AWAY FROM CHILDREN.  Keep container tishtlv closed. OTHER PRECAUTIONS:
NOT REGULATED BY D.O.T. Form G—5.
