S.C. Johnson & Son, Inc. Racine, Wisconsin 53403-5011 Phone:(414) 631-2777



	HMIS RATING

	Health
	2

	Flammability
	2

	Reactivity
	0


MATERIAL SAFETY DATA SHEET
SECTION I-PRODUCT IDENTIFICATION
	Product Name: ULD   BP300
	Product Code:
14935-001

	Chcniicnl or Common Name:
NA
	Dale Issued:
09/09/88
	Su|K'i cctk's
NA
	Prepared hy:
Robert   B.   O'Brien Chemical   Info.   Adm.


Weight %
SECTION II-INGREDIENT INFORMATION
10 80-90
3
6
Ingredient
N-Octyl Bicycloheptene Dicarboximide (CAS #113-48-4)
Isoparaffinic Hydrocarbon Solvent (CAS #64742-47-8)
Pyrethrum (CAS #8003-34-7) Piperonyl Butoxide (CAS #51-03-6)

Exposure Limit
ND
300ppm (Supplier Recommended)
5#mg\m3 (ACGIH TLV-TWA) ND
SECTION HI-PHYSICAL DATA
	appearance/odor: Clear,   yellow   liquid with  mild   solvent  odor
	SPECIFIC GRAVITY (H2O=1):   0.82

	VAPOR PRESSURE (mm Hg):   10@    68    F
	PERCENT VOLATILE BY VOLUME (%):   NA

	solubility in water: Negligible
	VAPOR DENSITY (AIR=1):   6

	FREEZING POINT (°F):   NA
	BOILING POINT (°F):   abOVB     200

	pH:   NA
	EVAPORATION RATE (BUTYL ACETATE= 1):   NA



SECTION IV-FIRE AND EXPLOSION INFORMATION
FLASH POINT <°F) (METHOD USED):   175 ( TCC )
FLAMMABLE LIMITS:   ND
extinguishing media: Foam   ,   C02   ,   Dry  Chemical
special firefighting procedures: Fire   fighters   should  wear   self-conta i n e a breathing   apparatus   and  protective   clothing.   Dike   fire   control   water   for later  disposal   (See   Section  VII)
unusual fire and explosion hazards:  Liquid   run-o££   to   sewers   may   create fire\explosion  hazard.

      SECTION V-HEALTH HAZARD DATA
primary route of entry: Skin   Contact   ]   Inhalation
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ULD BP300" Product Number:  14935 Serial Number:  1

SECTION V-HEALTH HAZARD DATA (conl.)     
      

siqns and symptoms: Prolonged or repeated contact of product with skin may cause irritation. Product spray mist or fog may cause irritation to nose, throat and lungs if adequate ventilation is not employed. Direct contact of product with eyes can cause irritation. If taken internally, aspiration of liquid product can cause chemical pneumonitis.
first aid procedures: If product gets on skin, remove with soap and water. HE difficulty or discomfort in breathing is experienced, remove to fresh air and get medical attention. Flush eyes with water for 15 minutes. If irritation persists, seek medical aid. If product is swallowed, seek medical aid at once.
SECTION VI-REACT1VITY DATA
stability: Stable
stability-conditions to avoid- None   known


SECTION VIII-SPECIAL PROTECTION INFORMATION (cont.)

other protective measures: Use   good  personal   hygiene  practices,   where  gross eye\skin   contact  may  be   a  problem,   wear\use   appropriate  protective equipment.   Launder   contaminated  equipment  before   reuse.
SECTION IX-SPECIAL PRECAUTIONS
precautionary labeling: CAUTION! Harmful if swallowed. Do not pour or spi! near open flame. Do not apply directly to food. After spraying in f< processing plants, wash all equipment, benches, shelving, ect. with potable water.
other handling and storage conditions: Store in a cool, dry place with adequat ventilation. Product residue may remain on\in empty containers. All precautions for handling the product must be used in handling the e: container and residue. Do not pressurize, cut, heat, weld or expose container to flame; explosion could occur. Keep out of reach of chi Keep from freezing.
incompatibility: None   known

SECTION X-ADDITIONAL INFORMATION
hazardous decomposition products: When  exposedto   fire,   produces   normal products   of   combustion.

For inlormalion on mipropnatL- cmfi^-nQ piomhiri'S phonL-: 414-^31-2000.
additional information: EPA  Registration  Mo.   11540-1-4822
HAZARDOUS POLYMERIZATION:  Will    Not    OCCUr
HAZARDOUS POLYMERIZATION CONDITIONS TO AVOID:   None    known

SECTION VII-SPILL OR LEAK PROCEDURES


STEPS TO BE TAKEN INCASE MATERIAL IS RELEASED OR SPILLED:   Eliminate    all    ignition
sources.   Do  not  let  spilled  or  leaking material  enter  watercourse.   May  be toxic  to aquatic  life.  Absorb with  oil-dri   or  similar  inert material. Sweep or  scrape up and containerize.  Wear\use  appropriate  protective equipment.
waste disposal information: PESTICIDAL WASTE  - Observe  all  applicable Federal\State  regulations  and  local  ordinances  regarding disposal  of pes'ticide wastes.

SECTION VII1-SPECIAL PROTECTION INFORMATION    

respiratory protection: Use  respirator  approved  for  organic vapors  and pesticides.
ventilation: Ventilate  area before  returning.   Do  not  remain in enclosed areas without  appropriate   respiratory protection.
protective cloves: if prolonged or  repeated contact  is possible:  Any impervious material.
eye protection: Chemical workers  splash-proof  goggles
)
