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MATERIALS SAFETY DATA SHEETS
HMS RATING
May be used top comply with OSHA's
HEALTH
2
Hazard Communication Standard, 29
FLAMMABTLITY
1
CFR 1910.1200. Standard must be
REACTIVITY
0
consulted for specific requirements.
IDENTITY (as used on label and list)
GREEN EMULSION BATHROOM CLEANER
POWER HOUSE
	SECTION   I SEVEN   OAKS .-SUPPLY
	flAME ro,   rrcr
	EMERGENCY   TELEPHONE   NUMBER (704 )485f4117


ADDRESS AND ZIP
DATE PREPARED
t20 east third'sjt
.
September 24, 1991
	<pAKBORO_, ]$ ^C  2B L2 9   
 • o

	SECTION II - HAZARDOUS Hazardous Components *Hydrochlor ic Acid
	INGREDIENTS CAS 076 4 7-01-
	INFORMATION OSHA PEL 0           5ppm
	ACGIH TLV 5ppm

	*Phosphoric Acid
	CASH7664-38-
	2
	751mq/m:)

	Dodecyl benzene
	
	
	

	Sulfonic Acid
	CASH27176-87
	-0          NL
	NL

	Isopropanol
	CASH67-63-0
	NL
	NL

	Sod ium Xylene
	
	
	

	Sulf onate
	CAB81300-72-
	7           NA
	NA

	•*

	*Contents are reportabl
	e under SARA
	Title III.
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SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS
Boiling Point
Specific Gravity (H20 = 1)
N/A

1.163
Vapor Pressured™ Hg.)
Melting Point
N/A
N/A

Vapor Density (air = 1)
Evaporation Rate
(Butyl Acetate = 1 )
N/A
N/A

Solubility in Water
Complete

Appearance and Odor
Milky green / Hint fragrance

SECTION IV - FIRE AND EXPLOSION HAZARD DATA
Flash Point (Method used)
Flammable Limits    LEL  UEL
None
N/A

Extinguishing Media
Non Flammable

Special Fire Fighting Procedures
Cool Material with water spray

Unusual Fire and Explosion Hazards None known

SECTION   V   -   REACTIVITY    DATA
Stability        Unstable
Conditions   to   avoid
Stable         X
N/A
Incompatibility   (materials   to   avoid)
Can   react   with   metals   to   liberate   flammable   hydrogen.

Hazardous   Polymerization
~~
May   Occur
Conditions   to   avoid      N/A
Will   Not   Occur      XX
SECTION   VI    -   HEALTH   HAZARD   DATA
Route(s)    of   Entry:
Inhalation?
Skin?
Ingestion?
Eye
yes
yes
yes

Health Hazards(acute or chronic)
May be fatal if swallowed.  Do not breathe vapor or £umes .

Carcinogenicity:   NTP?     IARC Monographs?     OSHA Regulated?
N/A

Signs and Symptoms of Exposure
Corrosive of eyes and skin causing chemical burns, Respiratory
irritation and possible injury from breathing mist.


Medical Conditions Generally Aggravated by Exposure
None Determined

Emergency and First Aid Procedures
Internal;  Call a physician immediately.  Drink _a teaspoonful or
more of magnesia, chalk or small pieces of soap, softened with
water in milk or raw egg white.

Eyes:   Wash with water  for  15 minutes.
Get  prompt medical
attention .

Skin:  Wipe off the acid gently, immediately flood' the surface with water, using soap freeJty, then cover with moist magnesia or baking
soda.

Inhalation:      If   botrhersome   remove   from  area.
i

SECTION   VII   -   PRECAUTIONS   FOR   SAFE   HANDLING   AND   USE
Steps   to   be   taken   in   case  material   released   or   spilled
Flush   with   plenty   o£   water;    Neutralize   with    soda    ash   and    slated
1 ime .
____..„
Waste Disposal Method
Dispose of in accordance with government regulations.

Precautions to be taken in handling and storing
Avoid  Contact  with  skin  and  eyes.
When  storing  make  sure
containers are not to full.  Under extremely low temperatures allow
room for expansion.

Other Precautions None Known
SECTION VIII - CONTROL MEASURES Respiratory Protection (Specify Type) Ventilation Local Exhaust   Adequate   Special
Mechanical (General) Adequate
_^         Protective Gloves
Eye Protection
Recommended
Goggles can be worn
Other Protective clothing and Equipment
Face shield and impervious apron

Work/Hygienic Practices
Normal Good housekeeping and Manufacturing procedure;
