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1030 Id-01

MAINTENANCE SUPPLY COMPANY, INC.
POST OFFICE BOX 493 HUNTERSVILLE* NORTH CAROLINA 28078
- MATERIAL SAFETY DATA SHEET -COMPLIES WITH USOL SAFETY AND HEALTH REGULATIONS, (29 CFR 1910.120C
EMERGENCY PHONE:  (704) 875 6513
MSDS REFERENCE:    11650
revision date:    1/24/86
SECTION   1   -    IDENTIFICATION
MANUFACTURED   FOR:       MAINTENANCE   SUPPLY   COMPANY,    I
PoST   OFFICE    BOX  498 HUNTERSVILLE, NC       28078
PR 0 DUCT:
Detergent
TRADE   NAME:
Sudsy Amonia
SECTION   2   -   HAZARDOUS    INGREDIENTS
Composition






%

TLV
Ammonia

<4
N/A
section   3 -  physical data
Boiling Point:  191-212 degrees F
VAPOR   PRESSure:    (MM HG):  N/A
VAPOR DENSITY (Air =1): N/A
SOLUBILITY IN WATER: Complete
SPECIFIC GRAVITY (H2O=1): 0.9890
PERCENT VOLATILE bY weight: 98.1
EVAPORATION RATE: (Butyl Acetate = 1): >1
APPEARANCE AND ODOR: Pale white translucent liquid with ammonia odor
SECTION 4 - FIRE AND EXPLOSION HAZARDS
FLASH POINT: non-flammable
FLAMMABLE- LIMITS: N/A
Extinguishing Media:  N/A
 section 5 - health hazard data
Theshold Limit Value:  25 ppm for nh3
Warning Signals:  Eye irritation with lacrimation; nose, throat and chest irriation.

Effects of Overexposure:  Inahalation:  inflammation, irritation of respiratory organs.   Ingestion:  may be harmful if swallowed.  Skin:  irritating to skin.   Eyes:  irritating to eyes.   Lungs:   irritating to mucous membranes
Emergency First Aid Procedures
Skin:  flood with water, wash with vinegar

Eyes:  flush with water.  get medical attention

ingestion:  administer water or milk immediately, get medical attention.  do not induce vomiting

Inhalation:  remove victim to fresh air

SECTION   6   -   REACTIVITY   DATA
Stability:    STABLE
CONDITIONS   TO   AVOID:   heat
Hazardous Polymerization:  N/A

Incompatibility:  chlorine, bromine, iodine, hypochlorite, mineral acids

Hazardous decomposition products:  None
SECTION      7   -   SPILL   OR   LEAK   PROCEDURES
Spill or leak precautions for normal clean-up procedures.  Normal clean up:  ventilate area.  Flush away spilled product with water when vapors will permit.
Waste disposal:  Dilute with water and flush away.
SECTION   8   -   EXPOSURE CONTROL METHODS     Engineering:  Manufacture in well-ventilated, clean, safe area.

Respiratory protection:  Use NIOSH approved respirator that will provide protection from ammonia gas.
Ventialtion:  Use local exhaust systems

Skin Protection:  Use protective gloves

Eye protection:  use protective goggles or face shield

Other Protective equipment:  Safety showers should be readily available.

SECTION   9   -   PRECAUTIONS:      HANDLING*   STORAGE   AND   USAGE

Precautions to be taken in handling:  Do not mix with other household chemicals such as automatic toilet boil, wall or tile cleaner.  Storage:  Avoid overheating.  Plastic bottle will bulge from ammonia vapor pressure.

SECTION 10 ENVIRONMENTAL IMPACT
Applicable regulations:  16 CFR 1500

DOT/EPA Hazard Class:  N/A

Shipping Name:  Parsons Sudsy Ammonia
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