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255-04
Section I
MANUFACTURER'S NAME
Hysan Corporation
STREET ADDRESS

919 West  38th Street
CITY, STATE. AND Z\P CODE

Chicago,   IL    60609
EMERGENCY TELEPHONE NO.       312/376-8900
CHEMICAL NAME AND SYNONYMS
N.A.

TRADE NAME

HYBLAST/
CHEMICAL FAMILY

Wasp & Hornet Insecticide

FORMULA

N.A.
NAZARDOUS INGREDIENT^
PAINTS, PRESERVATIVES, & SOLVENTS
PIGMENTS

tlv (Units)

SOLVENTS

TLV (Unlti)
CATALYST

ADDITIVES
-IICLE

OTHERS
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES

tlv
(Units)
Petroleum Distillate

C.A.S.  No.   64742-4.7-8

500 pi
1,1,1-Trichloroethane

C.A.S. No.   71-55-6

350 pr
Propellant:  Carbon Dioxide

C.A.S. No.       124-38-9

5000 pp
Resmethrin

C.A.S.  No.   10453-86-8
Section III-PHYSICAL DATA

 
(ON  CONCENTRATE)"
BOILING POINT CF.)

IBP  165 F

SPECIFIC GRAVITY (H,O=1)

0.943
VAPOR PRESSURE (mm Hg.)

45 mm Hg  & 20 C

PERCENT  VOLATILE BY VOLUME (%)

over 95$
VAPOR DENSITY (AIR=1)
SOLUBILITY IN WATER

5.3
Negligible

EVAPORATION  RATE
i....B..Aca.t.
=d

2.7
APPEARANCE AND ODOR

Clear thin liquid hajving a mild odor.
Section IV - FIRE AND EXPLOSION HAZARD DATA
-XTINGUISHING MEDIA
ASH POINT (METHOD USED)
o
T.C.C.
150 F
i Foam or Dry Chemical

FLAMMABLE LIMITS

1.0

17
•SPECIAL FIRE FIGHTING PROCEDURES

Keep containers cool.  Use shielding to protect personnel against
bursting, rupturing or venting containers.
UNUSUAL FIRE AND EXPLOSION HAZARDS
,    .
. At elevated temperatures (over 130 FJ containers may vent, rupture or burs t_.~
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THRESHOLD LIMIT VALUE

(est. )

ppir
EFFECTS_,OF OVEREKPOSURE
#
Eyes - Nay cause irritation.  Skin - Prolonged contact may cause slight irritation.
Ingesticn -• Harmful if' swallowed.  Asoiration of liquid mav cause chemical rneumonitis.
Inhalation - Narcosis.  Anesthetic effects may occur in 500-1000 ppm range.
EMERGENCY AND FIRST AID PROCEDURES
Eyes - Flush with water.  If irritation persists see a physician.
Skin - Wash off with soap and water.  Ingostion - Call physician.  Do not induce vomiting
unless-directed by a physician.  Inhalation - Remove to fresh air.





STABILITY

UNSTABLE
STABLE

CONDITIONS TO AVOID

u
Heat
INCOMPATABILITY (trials ,o .„„««

oxidants .
HAZARDOUS DECOMPOSITION PRODUCTS

HC1, oxides of carbon and minute traces of phosgene and chlorine
formed upon  combustion.
HAZARDOUS POLYMERIZATION

MAY OCCUR
WILL NOT OCCUR

CONDITIONS TO AVOID

,,
LEAK PROCEDURES
•teps TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED        _
-
Remove sources of flame, spark or heat.
Provide adequate ventilation.  Wipe up any spills, then wash with soap and water.
WASTE DISPOSAL METHOD

Do not puncture or incinerate containers.  Replace cap and discard in
trash.
	tgpj4^^^

	RESPIRATORY PROTECTION (Specify type)
None   Required

	VENTILATION
	LOCAL EXHAUST
None   Required
	SPECIAL                                                                                    rf
N.A.

	
	MECHANICAL (General)
Maintain   Adequate   Ventilation
	OTHER
N.A. .

	PROTECTIVE GLOVES                                                                                                                            EYE PRO!
None   Renuired
	ECTION
Safetv Glasses

	OTHER PROTECTIVE EQUIPMENT
None   Required

	
	
	-


Section IX - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN  IN HANDLING  AND  STORING
Warning - Contents under pressure.  Do not store where temperatures mav exceed 130°F. Keep out of reach of children.  Store in a dry, cool area.
OTHER PRECAUTIONS

READ ENTIRE LABEL BEFORE USING.
