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ItllSTlliS

ISSUE DATE:     04/04/01 SUPERSEDES:   08/08/95

DATE PRINTED: 03/21/02
P.O. Box 43106
ATLANTA, GA 30378
TECH SERVICE        1-800-832-4724

SILICONE SPRAY U AEROSOL
Product Number:   8520
SECTIONI-EMERGENCY CONTACTS For MSDS INFORMATION: TECH SERVICE        1-800-832-4724
For a Medical Emergency: INFOTRAC
(877) 541-2016 Toll Free - All Calls Recorded
For a Transportation Emergency: CHEMTREC
(800)424-9300
In the District of Columbia: (202) 483-7616
SECTION II - HAZARDOUS INGREDIENTS
TLV
DESIGNATIONS
(PPM)
@** 1,1-DICHLORO-l-FLUOROETHANE ** hcfc 141b; CAS# 1717-00-6;
N/D
RTECS* N/A; OSHA PEL N/D; AfflA WEEL COMMITTEE SOOppm.
** 1,1,1,2 - TETRAFLUOROETHANE ** hfc-134a; CAS# 811- 97-2;
1000
RTECS#NONE; OSHA PEL - lOOOppm
** BLEND OF [PROPANE; CAS# 74-98-6; RTECS* TX2775000] &
800
[n-BUTANE; CAS# 106-97-8; RTECS* EJ4200000] ** OSHA PEL - 800
PPM
@ IDENTIFIES CHEMICALS LISTED UNDER SARA-SECTION 313 FOR RELEASE REPORTING.

EFFECTS
%IN
(SEE NOTICE)
PROD.
IRR
50-70
CNS
10-20
FBL
5-15
SECTION ID - HEALTH HAZARD DATA
SPECIAL NOTE: MSDS data pertains to the product as dispensed from the container. Adverse health effects would not be expected under recommended conditions of use (diluted) so long as prescribed safety precautions re practiced.
ACUTE EFFECTS OF OVEREXPOSURE:
SKIN: DEFATS THE SKIN; MAY CAUSE IRRITATION, ESPECIALLY ON EXTENDED CONTACT. EYES: IRRITATING UPON CONTACT.
INHALE: CAN CAUSE DIZZINESS, NAUSEA AND HEADACHE. INGEST: CAN CAUSE NAUSEA AND VOMITING.
PERSONS WITH CHRONIC RESPIRATORY OR HEART DISEASE MAY BE AT AN INCREASED RISK FROM INTENSE EXPOSURE. CHRONIC EFFECTS OF OVEREXPOSURE:
Prolonged or repeated exposure may affect the respiratory system, heart, and central nervous system,
THE COMPONENTS OF THIS PRODUCT ARE NOT CONSIDERED TO BE CARCINOGENIC BY NTP, IARC, OR OSHA. EST'D PEL/TLV: Not Established    PRIMARY ROUTES OF ENTRY: Ihh., Skin.
HMIS CODES: HEALTH 2; FLAM. 0; REACT. 0; PERS. PROTECT. B ; CHRONIC HAZ.
FIRST AID PROCEDURES:
SKIN: Wash contaminated skin thoroughly with soap or a mild detergent. Apply a skin cream with lanolin. Get
medical attention if irritation persists.
EYES: Immediately flush eyes with plenty of water for at least 15 minutes, occasionally lifting upper and
lower lids. Get medical attention at once.
INHALE: MOVE TO FRESH AIR. ADMINISTER OXYGEN, IF NEEDED. SEE DOCTOR.
INGEST: CALL A PHYSICIAN IMMEDIATELY! ONLY INDUCE VOMITING AT THE INSTRUCTIONS OF A PHYSICIAN. NEVER GIVE
ANYTHING BY MOUTH TO AN UNCONSCIOUS/DROWSY PERSON.
SECTION IV - SPECIAL PROTECTION INFORMATION
PROTECTIVE CLOTHING: Wear neoprene, nitrile, or natural rubber gloves or gloves with proven resistance
to the ingredients listed.
EYE PROTECTION: Use of tight-fitting safety glasses or goggles is strongly recommended, especially when
wearing contact lenses.
RESPIRATORY PROTECTION: NIOSH APPROVED RESPIRATOR IF TLV EXCEEDED.
VENTILATION: Provide local exhaust/ventilation as needed to keep concentration of vapors below exposure
limits (PEL/TLV).
^
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Product Number:      8520
SILICONE SPRAY II AEROSOL
MATERIAL SAFETY DATA SHEET
J

T3OTEING FOUNT (r):         15.5 F
SPbClrK, LrKAVIl Y:
1.23
VAPOR PRESSURE(nnnHg):     -1300
EVAPORATION RATE (BU AC=1):
<1
VAPOR DENSrTY(AIR=l):     >1
pH(CONCENTRATE):
N/A
pH(USE DILUTION OF N/A):
N/A
VOC CONTENT (CONCENTRATE):
APPEARANCE AND ODOR: CLEAR COLORLESS LIQUID SLIGHT ETHEREAL ODOR
SECTION VI - FIRE AND EXPLOSION DATA
FLASH POINT(F) (METHOD USED): NON-FLAMMABLE
(ASTM)
FLAMMABLE LIMITS: LEL: N/A    UEL: N/A
EXTINGUISHING MEDIA: Water fog.
SPECIAL FIRE FIGHTING: Water spray on cans may prevent bursting.
UNUSUAL FIRE HAZARDS: WHEN AEROSOLS ARE EXPOSED TO TEMP. ABOVE 120F. CANS MAY BURST.
SECTION VII - REACTIVITY DATA
STABILITY: STABLE
INCOMPATIBLILITY(AVOID): POWDERED METALS, ALKALIES
POLYMERIZATION: WILL NOT OCCUR
HAZARDOUS DECOMPOSITION: HYDROFLUORIC ACID, CARBONYL FLUORIDE
SECTION VIII - SPILL AND DISPOSAL PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
Absorb spill with an inert absorbent material; pick up and deposit in a scalable D.O.T. specification
container for disposal as a hazardous waste. Thoroughly clean area with a detergent solution. Rinse area
thoroughly with clean water.
WASTE DISPOSAL METHOD:
Product is consumed in use. Do not crush, puncture, or incinerate spent containers. Large numbers of aerosol
containers may require handling as a hazardous waste. Check local, provincial, and federal regulations for
proper disposal methods in your area.
RCRA HAZ. WASTE NOS.: F001, IF USED AS DEGREASER, OTHERWISE F002.
SECTION IX - SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN WHEN HANDLING AND STORING: Keep out of reach of children. Harmful if swallowed. CONTAINER MAY BURST IF HEATED ABOVE 120F. ivoid prolonged exposure to vapors.
May decompose to form toxic/corrosive gases if exposed to red hot surfaces. Avoid contact with skin, eyes, or clothing. Follow normal hygienic practices for handling chemicals.
Train employees on the hazards associated with this product and the contents of this MSDS before they begin working with this product.
SECTION X - REGULATORY INFORMATION
DOT PROPER SHIPPING NAME:
NOTE: DOT information applies to larger package sizes of affected products. For some products, DOT may
require alternate names and labeling in accordance with packaging group requirements.
DOT HAZARD CLASS:
DOT PACKING GROUP:
DOT I.D. NUMBER:
DOT LABEL/PLACARD:
EPA TSCA CHEMICAL INVENTORY - ALL INGREDIENTS ARE LISTED
EPA CWA 40CFR PART 117 SUBSTANCE(RQ IN A SINGLE CONTAINER):
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