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- IDENTIFICATION
MANUFACTURER
ARMOUR-DIAL, IMC.
Ill WEST CLARENDON)AVE
PHOENIX, AZ 35077
product: trade name:
DETERGENT
SJOSY AMMONIA
	
	SECTION 2 - HAZARDOUS INGREDIENTS

	
	

	£qm position
	i

	AMMONIA
	< 4

	
	SECTION 3 - PHYSICAL DATA


boiling oqint: 191-212 degrees f. vapor pressure: m/a vapor density: n/a solubility in hater: complete specific gravity, (-h20=l): 3.9890 percent volatile 3y height: 98,1 evaporation rate, {bjtyl acetate=1): > 1
P H : 11*8
APPEARANCE AND QD3R: PALE NHITE TRANSLUCENT LIQJIO WITH AMMONIA ODOR.
SECTION

-   FIRE   ANO   EXPLQSIOSN   HAZARDS
FLASH POINT: NON-FLAMMABLE FLAMMABLE LIMITS: M/A EXTINGUISHING MEDIA: N/A
SECTION 5 - HEALTH HAZARD DATA
NOSE*   THROAT
threshold limit value: 25 ppm for nh3
warning signals: eye irritation with lacrimationj
and chest irritation. effects of overexp3sjre:
IRRITATION   OF    RESPIRATORY
inhalation: inflammation»
ORGANS.
INGESTIOM: MAY tiE HARMFUL IF SWALLOWED, SKIN: IRRITATING TO SKIN EYES: IRRITATING TO EYES LUNGS: IRRITATING TO MUCOUS MEMBRANES

Emergency First Aid Procedures
skin:  flood  with *'water, wash with vinegar. 

eyes:   flush with water.  get  medical  attention.
ingestion:   administer w^ter  or milk  immediately,  get medical attention.    do not imouce vomiting.
inhalation:   remove  victim to fresh air,
section 6 - reactivity data
stability:   stable
conditions to avoid:  heat hazardous   polymerization:   n/a incompatibility:  chlorine,  bromine*  iodine,  hypochlorite*
mineral  acids hazardous  decomposi ti on products:   none •
secti3n    7 - spill or leak procedures
spill or  leak  precautions:   see  normal  clean-up  procedures. normal  clean up:  ventilate  Area.     flush  away spilled  product
WITH   WATER    wrIEN   VAPORS    v^lLL    PERMIT,
«aste disposal:      dilute  with water  and flush atfay. section 8 - exposure control methods
engineering:   manufacture  in well-ventilated,   clean,   safe   area, respiratory protection:  jse  miosh-approved respirator  that will
provide protection from ammonia gas. ventilation:  use l3c4l exhajst   system. skin protection:  use protective gloves. eye  protection:   jse  protective goggles or face shield. other protective equipment:   safety showers  should be readily
available.
section 9 - precauti3ms: handling9 storage and usage
precauti3ns to be taken in handling: do ndt mix with other household chemicals such as automatic toilet bowl, wall or tile cleaners.
storage: avoid overheating. plastic bottle will bulge from ammonia vapor pressure.
secti3m 13 - environmental impact
applicable regulations: 16 cfr 1500
dot/epa hazard class: n/a
shipping name: parsons* sudsy ammonia
